










I PERFORMANCE INDEX 
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 Product ETM™ flow meter 

Model 

Flow range 

Accuracy 

Repeatability 

Pipe size 

Data storage 

Analog output 

Alarm output 

C ommunicat1on 

Power supply 

Cable length 

K eypad 

Screen 

Units 

Totalizer 

Piper material 

Case material 

Environment temp. 

Medium temp. 

Environment humidity 

IP Grade 

Weight 

A-X2

0.1 mis ~ 5.0 mis 

土2.0%

0.8% 

cp20(DN15), cp25(DN20), cp 32(DN25), cp40(DN32), cp50(DN40), cp63(DNSO) 

Daily, Monthly, and Annual. Flow Totalizer 

4~20mA, Maximum load: 6000 

OCT, upper and lower limit alarm function (optional) 

RS485, support Mod bus communication protocol 

24 VDC 

1.8m 

Four light touch buttons 

OLED 128*64 display screen 

Metric and Imperial units are available, Cubic Meters(m3), Liters(L), 
USA G allons(G AL)lhour, I min, Default unit setting: m3lh 

Six digit 

PVC 

Aluminum alloy 

0°C~S0°C 

0°C~S0°C 

0-95% relative humidity, without condensation

IP54 

cp20(0.28KG), cp25(0.30KG), cp32(0.38KG), cp40(0.48KG), cp50(0.60KG), cp63(0.73KG) 

061 ACI Inc. lCompact Ultrasonic Flowmeter A-X2 
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