




I SPECIFICATION 

Performance specifications 

Flow range 0~土40 ft/s (0~士12 m/s) 

Accuracy 士0.5% of measured value (士0.01 ~ 12 m/s) 

Repeatability 0.15% 

Linearity 士0.5%

Pipe size 1 inch to 200 inches (25mm to 5000mm) 

Function specifications 

Analog output: 4~20mA (max load 7500) 
Outputs Pulse output: 0~9999Hz, OCT, (min. and max. frequency is adjustable) 

Relay output: SPST, max 1 Hz, (1A@125VAC or 2A@30VDC) 

Communication RS485, support Modbus communication protocol 

Power supply 12 to 36 VDC 

Keypad 16 (4x4) key with tactile action 

Display 40 character, 2 line (20x2) lattice alphanumeric, backlit LCD 

Temperature Transmitter: -40°C~ 60°C Transducer: -40°C ~ 80°C (standard) 

Humidity UP to 95% RH, non-condensing 

Physical specifications 

Transmitter 

Transducer 

Weight 

Die-cast aluminum; Enclosure:IP54 

Encapsulated design, double-shielded transducer cable. 
Standard/maximum cable length: 33ft (1 Om);Enclosure:IP68 

Transmitter: approximately 2.7 lb (1.2kg) 
Transducer: approximately 3.3 lb (1.5kg) (standard) 
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I ORDERING INFORMATION 

Code Description 

A-X8 

Transit time Flow meter A-X8 
Installation method: Wall mount 
Flow range: O~士40 ft/s {O~士12 m/s) 
Accuracy: 士0.5% of measured value (士0.01 ~ 12m/s) 
Repeatability: 0.15% 
Linearity: 士0.5
Pipe size: 1 incn to 200 inches (25mm to 5000mm) 
Keypad: 16 (4x4) touch keys 
Display: 20 character, 21ine, backlit LCD 
Power supply: 12-36VDC 
Transmitter enclosure: IP54, die-cast aluminum machined enclosure 
Output: 4~20mA, OCT pulse output, relay output 
Communication: RS-485 terminal Modbus Protocol 

Code Transmitter enclosure area classification 

1 IP54, die -cast aluminum machined enclosure 

2 Customer specific requirements 

Code Type of transducers 

CB Clamp on transducer. Operating temperature: -40°F~176°F (-40°C ~+80°C);Enclosure:IP68 

CHS Clamp on transducer. Operating temperature: -40°F-266°F (-40°C ~+130°C);Enclosure:IP68 

Code Transducer cable length 

033 Cable length 33 feet (1 Om) 

XXX Extended length, up to 656 feet (200m), per 16 feet (5m) is a lengthen unit 
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